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IMPRINT CONCERNS

All copy should be 12 pts or higher.
Script and Serif fonts should be 14 pts
or higher, depending on style.

Lines should be no thinner than 1 pt.

SAMPLE SAMPLE Sample

Reverse copy should be 14 pts or higher.
Reverse Script and Serif fonts should be 16 pts
or higher. Strokes may be needed.

Reverse lines should be no thinner than 2 pts.

SAMPLE SAMPLE Sample
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Production Does Not Start Until Proof Is Approved.

If anything is unclear in regards to how the imprint will appear on the
requested product, please call. WE ARE NOT RESPONSIBLE FOR
PLEASE PRooF cAREFuLLY! MISINTERPRETATIONS OF THIS PROOF. Your approval is necessary
for production. Delaying your approval, delays production & shipping
R I time. Please review your proof with detail. After your approval,
Once you approve this proof, full responsibility “NO CHANGES” will be permitted.

for the accuracy of the copy, size and positioning

Dotted Line Around Imprint WON’T PRINT
Shows MAXIMUM Imprint Area '

of the imprint is YOURS. Please pay particular

attention to spelling, addresses and phone numbers.

THIS SHOULD
% MEASURE A
ONE INCH EMAIL OR
Most Accurate 1 FAX FOR
When Printed. | [ 1 APPROVAL




